Tender specification

Compact

Cassette

and inner casing brackets made of extruded aluminium, powder-coated

Folding arms

Folding arms made of extruded aluminium and drop-forged hinges. Powder-coated, with negative camber and corrosion protected round steel link chain with inlying noise-reduced special springs.

Roller tube

Made of galvanized steel, Ø 78 mm.

Front rail

Made of extruded and powder-coated aluminium, to integrate the cover and the valance.

Fixing brackets

Made of extruded and powder-coated aluminium, for installation on the wall, the ceiling or the rafter.

Inclination adjustment

Continuously adjustable via adjusting screw from approx. 5° to approx. 40°

Drive system

Crank handle drive with limit stop and freewheel via crank rod with ball hook; length of the crank handle 1200, 1400, 1800 or special length up to 3000 mm
Motor drive via tubular motor  (230 V/50 Hz) with torque switch-off, pushed into the roller tube; quality-documented by the Association for Electrical, Electronic & Information Technologies (VDE) and the German TÜV (Technical Inspection Agency). Noise emission level <= 70dB(A) according to EN ISO 12100-2:2003.
Attention: Motor drive with emergency crank handle is not available.

Covering

According to current range (see types of covering in the general section). 
Covering width = complete width - 130 mm.
Tolerance of variations in length according to EN13561.

Types of installation

On the wall, the ceiling or the rafter.

Colours

Frame colours:
RAL 9016 (normal white),
RAL 8019 (grey-brown),
RAL 1015 (light ivory),
RAL 5003 (sapphire blue),
RAL 6028 (pine-green) and 
RAL 9006 (white-aluminium)

BiColor colour combinations and special colours see chapter "Available BiColor Colour Combinations".

