VENETIAN BLINDS FOR COUNTERSASH WINDOWS

The useful and comfortable view and sun protection in-between the window panes.
VENETIAN BLINDS FOR COUNTERSASH WINDOWS

Venetian blinds for countersash windows are positioned in-between the window panes. They are operated via high-quality drives, which have been developed in accordance with the newest standards. A useful, maintenance-free view and sun protection.

Design models

**JVF 25 EL**
Venetian blind for coupled window with motor drive

**JVF 25 KZD**
Venetian blind for coupled window with chain drive**

Limit sizes

<table>
<thead>
<tr>
<th>Design model JVF 25</th>
<th>CTS Cone system</th>
<th>Lift tape system</th>
</tr>
</thead>
<tbody>
<tr>
<td></td>
<td>max. complete height [mm]</td>
<td>min. width [mm]</td>
</tr>
<tr>
<td>---------------------</td>
<td>---------------------</td>
<td>-----------------</td>
</tr>
<tr>
<td>25 mm chain**</td>
<td>2000</td>
<td>255</td>
</tr>
<tr>
<td></td>
<td>3500</td>
<td>335</td>
</tr>
<tr>
<td>25 mm chain**</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>25 mm Motor LW25</td>
<td>2000</td>
<td>465</td>
</tr>
<tr>
<td></td>
<td>3500</td>
<td>585</td>
</tr>
<tr>
<td>25 mm Motor LW25</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>25 mm Motor LW25 with radio</td>
<td>2000</td>
<td>650</td>
</tr>
<tr>
<td></td>
<td>3500</td>
<td>720</td>
</tr>
<tr>
<td>25 mm Motor LW25 with radio</td>
<td>-</td>
<td>-</td>
</tr>
<tr>
<td>25 mm Motor J101*</td>
<td>2000</td>
<td>370-464</td>
</tr>
<tr>
<td></td>
<td>3500</td>
<td>450-584</td>
</tr>
<tr>
<td>25 mm Motor J101*</td>
<td>2500</td>
<td>370</td>
</tr>
<tr>
<td>25 mm Motor J101*</td>
<td>2000</td>
<td>550-649</td>
</tr>
<tr>
<td></td>
<td>3500</td>
<td>600-719</td>
</tr>
<tr>
<td>25 mm Motor J101* with radio</td>
<td>2500</td>
<td>500</td>
</tr>
</tbody>
</table>

* A delivery of the motor J101 is only possible, if the available width is below the minimum width for the motor LW25!

Package Heights

<table>
<thead>
<tr>
<th>Complete height [mm]</th>
<th>Package height Slat 25 [mm]</th>
</tr>
</thead>
<tbody>
<tr>
<td>1000</td>
<td>70</td>
</tr>
<tr>
<td>1500</td>
<td>80</td>
</tr>
<tr>
<td>2000</td>
<td>90</td>
</tr>
<tr>
<td>2500</td>
<td>105</td>
</tr>
<tr>
<td>3000</td>
<td>115</td>
</tr>
<tr>
<td>3500</td>
<td>130</td>
</tr>
</tbody>
</table>

** Manufactured in accordance with the standard for children’s safety EN 13120:2009+A1:2014 applicable for units with cord and chain operation.

Subject to modifications.

www.hella.info