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[bookmark: bv531be8c45fda4ceba2c8efeeb85eff0b205703][bookmark: _GoBack]Front-mounted awning protect
[bookmark: bv2ca72013ffae404b8e5259b5fd8f8993205705]HELLA side seam guided front-mounted awning
with square box, 100 mm
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205709]
 
[bookmark: bvdd998822df544f2d9e94141d9035a77a205712][bookmark: VAR_5ef37fb89bed4e48bc46478ac8555688]Side seam-guided, front-mounted awnings made by HELLA, Type Front-mounted awning protect or products with at least equivalent technical features are used.

 
	Make offered
	[image: ]

	Type offered:
	[image: ]


 

The fabrics of the textile front-mounted protect awnings are equipped with zips on the sides, which are guided in special inserts in guide rails. This guidance makes these shades particularly suitable for areas with higher winds.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205739]
 
[bookmark: bv1fc62e822a774edb8197ea6f82b421e5205742]Box
 
[bookmark: bvc82b5ffeabf7468cbdb3b985959b79fd205745]Box 100 square design
Box in 2 parts:
 
Box top board and inspection cover made of extruded aluminium.
Removable inspection cover.
Dimensions: 100x100 mm
The box is attached to the guide rails by means of galvanised steel head pieces; the aluminium side panel is screwed flush with the outer edge of the guide rail on the head piece.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205755]
 
[bookmark: bv98862082a9e542588f7c84d37e03d4e0205758]Roller tube
 
[bookmark: bv20c7f8bda31541d3a3e6daada775e26a205761]Roller tube made of sendzimir-galvanised steel ø63x1 mm;
Both ends of the roller tube are equipped with adapters made of plastic with which a tapering of the roller tube is achieved. Herewith it is possible to correct the thicker ends of the rolled up zip fastener. An inspection is possible via a spring-loaded telescopic roller cap.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205765]
 
[bookmark: bvde5cbc4c4e1c48cfa406a567f33859c0205768]Guide rail
 
[bookmark: bvc61de7dd7b2f44b8a8ed9fc87a081efa205771]This consists of an outer and inner guidance. The outer 2-part guide rail is made of extruded aluminium with the dimension 32x49 mm. The inner guide consists of a black co-extruded plastic profile with continuous buffer lips made of TPE foam which act as a spring-loaded damper and absorb wind gusts. The zip which is provided at the cover, is inserted into this plastic profile and kept sliding. The lower end caps of the guide rails are made of powder-coated aluminium sheet steel and can be used up to a diagonal guide rail cut of 5°.  Installation of the guide rail directly to the window frame or laterally. Optionally, an installation with spacers up to a distance of max. 150 mm is possible with fixed spacers.

Note: Guide rail 44x49 mm with crank drive
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205777]
 
[bookmark: bv99bdc9aba0214f61bcd584f95d5de2a9205780]Front rail
 
[bookmark: bva666e15bb19f4824b4f4a12b88ded26d205783]The front rail made of extruded aluminium, dimension 30x31 mm, with pushed-in weighting steel, is laterally guided in the guide rails with plastic gliders.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205786]
 
[bookmark: bv1c462e133fec4cb8b0a55f0ab73baf19205789]Drive system
 
[bookmark: bv47e5602355874e508f4fbea3da6d9d7d205792]Tubular motor with 230 V operating voltage with special curtain protection function going downwards and blockage detection in upper direction to protect the fabric, 50 Hz, type of enclosure IP 44. Capacity (W) matched to the size of the unit. Noise emission level <= 70dB(A) according to EN ISO 12100-2:2003. Built into the primary shaft, with torque switch-off for the upper end position. A programming cable is required to adjust the end positions. Thermo protective switch to prevent overheating. As a standard with 3 m cable without Hirschmann connector. At a surcharge 0.5 m cable with Hirschmann connector (STAS 3 with circlip, wired at the motor) and cable socket (STAK 3) for on-site connection.

Alternatively:
Also with integrated radio receiver.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205798]
 
[bookmark: bvf5ed1fb3ad9743e2bd0fb5edeca0989e205710]Cover
 
[bookmark: bv2a276033db8c4d6389e2bf00cdc49cb5205710]PVC-coated glass fibre fabric, flame-retardant according to DIN 4102-1 B1, with high transparency and opacity. Fabric weight of at least 525g/m². Laterally with a full-length welded-on zip fastener on the side Design selection according to the HELLA collection. Alternative fabric types available in the optional extras.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205710]
 
[bookmark: bvf23b732f3f494ff18dc7bf3a77dd87ef205711]Surface coating
 
[bookmark: bv0c5fb39deea246a48784abb7c74a662a205711]Powder-coated aluminium parts in the standard colours without surcharge. Special colours according to the brochure “HELLA Colour worlds” for a surcharge.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205711]
 
[bookmark: bv3d1d2684d27b460ca43ff85fbb4f94d7205711]Mounting material
 
[bookmark: bvbaa17064498e4f60a28ff761d0d65317205712]All screwed connections, fixings, and connections are made of stainless steel A2.
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205712]
 
	[bookmark: bvc20449933044489499c3478678c51be6205712]Unit: Quantity
	
	
	

	
	Quantity: ..............pcs.
	UP: ..............
	TP ..............


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205715]
 
[bookmark: bve24cac16c66a45f995c7539d9637a474205715]Optional additional equipment for HELLA front-mounted protect awnings, box 100 mm: 
(Please select and tick as appropriate)
 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205716]
 
[bookmark: bv788b81c13a1f4dff90da1d2f278772af205716]Motor drive with integrated radio receiver
 
	[bookmark: bv5a0f83a9ba514ae0819804f1737c4cf9205717]Tubular motor with 230 V operating voltage with special curtain protection function going downwards and blockage detection in upper direction to protect the fabric, 50 Hz, type of enclosure IP 44. Capacity (W) matched to the size of the unit. Noise emission level <= 70dB(A) according to EN ISO 12100-2:2003. Built into the primary shaft, with torque switch-off for the upper end position. A programming cable is required to adjust the end positions. Thermo protective switch to prevent overheating. As a standard with 3 m cable without Hirschmann connector. Against surcharge 0.5 m cable with Hirschmann connector (STAS 3 with circlip, wired at the motor) and coupling socket (STAK 3) for on-site connection.
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205717]
 
[bookmark: bv5294cd3afa464e5495d3a560d6245265205718]Crank handle
 
	[bookmark: bv59ea19b346274f8482c7a4e2c1471532205718]Optionally with crank drive, horizontal or inclined output possible. Including spherical bearing and crank rod, also removable with funnel or eyelet
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205719]
 
[bookmark: bv8147d169372d48c6a7cae662174fc54a205719]Fabric glass fibre PVC coated
 
	[bookmark: bv9bd25b2656874c3ba936d5162ef55da9205719]PVC-coated glass fibre fabric, high resistance to tearing, flame resistant, dirt repelling, with high light and thermal protection. Fabric weight of at least 600g/m². Design selection according to the HELLA collection.
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205720]
 
[bookmark: bvc5078e2a52004f3caabb71a107deb27b205720]Fabric polyester PVC-coated
 
	[bookmark: bv2a44a3cf6efe4c5ea97bcac0dbb5c2d5205720]PVC-coated polyester fabric, high resistance to tearing, flame resistant, dirt repelling, with high light and thermal protection. Fabric weight of at least 320g/m². Design selection according to the HELLA collection.
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205721]
 
[bookmark: bvaf77977a4ef94964badde9a6368b9d69205721]Fabric polyester, PVC-free screen
 
	[bookmark: bv99257fc5e4d7419cbac9b21a1ca4eb08205722]PVC-free with high light and thermal protection. Fabric weight of at least 220g/m². Design selection according to the HELLA collection.
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205722]
 
[bookmark: bv306ccd62a48340cfac8dcc1979d691e5205723]Blackout fabric
 
	[bookmark: bvbe8acee3079f4411878c52530d5dc023205723]Polyester fabric or glass fibre fabric PVC coated with darkening layer. Fabric weight of at least 650g/m². Design selection according to the HELLA collection.
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205724]
 
[bookmark: bvebcefaf331f6466bad300e9080a40380205724]Acrylic fabric
 
	[bookmark: bvd715f00cd1a943adbe1aa4e2486236d1205724]100% branded acrylic fabric, light and weather-resistant, dirt and oil repelling, water repelling as well as resistant to tearing and rotting. Fabric weight of at least 280g/m². Design choice according to HELLA collection (for side seam systems only possible as UNI colours).
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205725]
 
[bookmark: bv6ed438f423ec486fbbeec369bca1e95e205725]Polyester
 
	[bookmark: bv1b5e54db252c445cbcf6e58418021a4c205726]100% branded polyester fabric, light and weather-resistant, dirt and oil repelling, water repelling as well as resistant to tearing and rotting. Fabric weight of at least 280g/m². Taped seams as standard. Design choice according to HELLA collection (for side seam systems only possible as UNI colours).
	[      ]


 
[bookmark: bve339cdc078994f4fa769c900767b9d0f205726]
 
	[bookmark: bvc20449933044489499c3478678c51be6205727]Unit: Quantity
	
	
	

	
	Quantity: ..............pcs.
	UP: ..............
	TP ..............
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